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GRAIN ELEVATOR SUPPLEMENTAL APPLICATION

Named Insured: _______________________________________________________

Include bushel capacity and construction for each structure.

Are all interior dust generating points equipped  with dust control capable of keeping all horizontal areas free of static

dust?





[   ]   Yes   [  ]  No

Are all interior Bucket Elevator Legs equipped  with :

· Ammeters or Motion Sensors


[   ]   Yes   [  ]  No    [  ]  N/A

· Belt Alignment Sensors



[   ]   Yes   [  ]  No    [  ]  N/A

· Hot Bearing Sensors


[   ]   Yes   [  ]  No    [  ]  N/A

· Inspection Doors




[   ] Yes   [  ]  No    [  ]  N/A

· Pneumatic Dust Control or Oil 

Suppression System


[   ]   Yes   [  ]  No    [  ]  N/A

Are all exterior legs, spouts, & distributors properly guyed or stanchioned?





[   ]   Yes   [  ]  No    [  ]  N/A

Are all grain dryers located outside of the elevator?




[   ]   Yes   [  ]  No    [  ]  N/A

Does the insured have grain storage in the  open or at temporary locations?


[   ]   Yes   [  ]  No    [  ]  N/A

Does the elevator have a Hot Work Permit & Bin Entry programs in place, including maintaining written records?



[   ]   Yes   [  ]  No    [  ]  N/A

If the grain elevator anticipates grain storage in excess of 3 months, do they have a bin temperature system in place with written log maintained?


[   ]   Yes   [  ]  No    [  ]  N/A

Are all drivers required to stay in a designated driver area?




[   ]   Yes   [  ]  No    [  ]  N/A

Are all grains tested for toxins when  received?



[   ]   Yes   [  ]  No    [  ]  N/A

Are all outside access ladders cut off 8ft above ground level or made otherwise inaccessible to unauthorized personnel?

[   ]   Yes   [  ]  No    [  ]  N/A

